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 TECHNICAL RIDER                             

 

STAGE 
 

STAGE DIMENSIONS Lengh : 9,5 m 
Depth : 6,7 m 
High : 0,6 m 

Clearance : 4 m (from stage to the lower lamp) 
5 m (from stage the ceiling) 

 
COMMUNICATION 1 x CAT 6 Lines 

 

 

SOUND – FRONT OF HOUSE 

SPEAKER SYSTEM Active System Electro Voice 
2 x ETX 35p 

2 x SUB ETX 18 SP 
(8,8kW: MR + ML + SUB + FRONTFILL) 

 

SYSTEM CONFIGURATION Master : L+R + FrontFill 
 

FOH CONSOLE MIDAS M32 
Stagebox 2 x S16 - 32in/16aux 

 
 

SOUND – MONITORS 
 

SPEAKER SYSTEM Wedges : JBL SP212-A x 4 pcs. 
(8 Ohm, Power 600W, 2400 Peak) 

Rack Amps : CRAWN CE 4000 x 2 pcs. 
(Power : 8 Ohm 2 x 600 W) 

 

NO CONSOLE from foh console : MIDAS M32 

 
 

SOUND – MICROPHONES 
 

WIRED MICROPHONES ---- 
 

WIRELESS MICROPHONES Shure SM58 x 5 pcs. 
Shure BLX4 + body pack x 7 pcs. 

(418-542Mhz) 
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LIGHTS 
 

DEVICES Spot: Mac 500 x 2 pcs. 
Par Led  x 14 pcs. 

PC Theatre Fresnel x 2 pcs. 
Spot x 4 pcs. 

 

CONSOLE COMPU LITE MIKRON 4D 
 

 

OTHERS 
 

POWER SUPPLY 
 

Power sockets (230V) on stage : 
On right 4pcs, on left 4pcs and on front 4pcs. 

split 3f 400V – 32[A] on backstage 
Sound and Light are powered from separate sources. 

 

PROJECTOR Mitsubishi XLU 700u 
Optima W371 DLP WXGA 

 

WARDROBE 2 x dressing room with mirror, table, chairs, light 
2 x toilets 

SIMULTANEOUS TRANSLATING 
SYSTEM 

Philips 

 



 3 

 

  TECHNICAL RIDER       

 

 
 

 



 4 

 

   TECHNICAL RIDER           

 

 
 

  
 


